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Dear Customers,

product prices provided in this brochure are outdated. Due to supply shortages
and material price increases, some product prices have changed. We will
update this brochure soon. Please contact us for a quotation with updated
prices. Thank you for your understanding.



BRACKETS & RAILS

0 LUMINIUM OPTICAL RAILS

Length, C, Weight, Price,
» Easy sliding and fixing Code m?n A N B D o kg EUR
» Scale engraved 810-0005-01 150 - 3 2 1 - 0.36 64
« Material: black anodized 810-0005-02 270 2 6 3 2 100 0.66 88
aluminium 810-0005-04 470 4 12 5 2 300 1.16 109
« High stability 810-0005-06 670 6 18 7 2 500 165 149
810-0005-08 800 7 22 8 2 600 2.00 225
810-0005-10 1000 9 28 10 2 800 2.40 295
for M6 screws Mé
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For drawings of other
Aluminium Optical Rail
models please visit
www.eksmaoptics.com
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810-0007 ALUMINIUM RAIL CARRIERS

Components are attached to the carriers

¢ Two locking options: by M6 screws from beneath or from the top
by integ.]rated spring clip, and through M6 mounting holes.

by a fixing screw To release and to move, or to lift the car-

¢ Quick and easy sliding rier push the lever of the clip. To stop the

 Material: black anodized carrier firmly, use the fixing screw. Rather

aluminium than grinding against, and damaging the
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rail with its tip, the screw gently clamps to
the rail the wide tenon of the clip.

The clip is preloaded by a spring. Its lever
is removable (on a thread).

I 810-0007-06

Code Weight, kg Price, EUR
810-0007-02 0.09 64
810-0007-02 810-0007-06 0.05 57

810-0040 - 810-0050 LARGE RODS

lever of a spring loaded clip

for M6 screw 2
clearance hol <
m
1
<
= 76
|
34 fixing screw!
n c N
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M6
25 2 holes
68
810-0007-06

lever of a spring loaded clip

for M6 screws 2
3 clearance holes 3
n
|
76
1
34 fixing screw

50

025
68

810-0007-02

M6

| 2holes

Height (H), nm Weight, kg Price, EUR

300
400
315
315
415
415

1.42
1.90
1.85
1.85
2.33
2.33

31
61
41
48
71
78

Code Description
810-0040 Large Rod
810-0042 Large Rod
@ 810-0050 Large Rod with black oxidized steel base
810-0051 Large Rod with stainless steel base
810-0052  Large Rod with black oxidized steel base
810-0053 Large Rod with stainless steel base
The main use of model 810-0040 pre-
cision grounded stainless steel rod
is vertical positioner mounting. The
810-0050 is a large rod with a rod base.
These rods could be stably mounted on
any surface with M6 tapped holes on
25 mm centers.
Large rod with Large rod without
rod base 810-0051 rod base 810-0040

50

M6

4 holes

26.4
4 holes

810-0050

7.10

Distributed by TOPAG Lasertechnik GmbH « Tel.: +49 6151 4259 78 « Fax: +49 6151 4259 88 « info@topag.de * www.topag.de



—A“/
N EKSMA
| UP‘G BRACKETS & RAILS “OPTICS

OPRPTICS

VERTICAL POSITIONER

SELECTION
GUIDE

(<]
65

The 810-0060 positioner has one mounting

Complementary Products surface with M6 tapped holes. It provides

BASE MOUNTS &
ACCESSORIES

Code Page coarse and smooth vertical positioning of
81020050 0 mounted components. Regulating screw
810-0051 7.10 thread is M6 x 0.5 mm. The 820-0090 base
:1 gﬁggg 7-|T1 and the 810-0080, 810-0090 angle brack- S
810-0090 Onlfne ets can be fastened to the edge or to the
oniine mounting surface of positioner.
820-0070 7.19 Finish: black oxidized |
320-0090 719 inish: black oxidized steel. Mounting option: o
Large Rod with Rod Base 810-0051 < =
840-0020 7.33 Vertical Positioner 810-0060 23
840-0115 7.41 Code Weight, kg Price, EUR Movable Base 820-0090 5 %
092-0015 1.24 810-0060 1.00 61
.
(%]
i
38
EE
=
52
o
.

TRANSLATION &
ROTATION STAGES

~—
Mounting option — Periscope: Mounting option — Periscope:
Large Rod with Rod Base 810-0050, Large Rod with Rod Base 810-0050,
Large Rod Mounting Clamp 810-0061, Kinematic Mirror and Beamsplitter Mount 840-0020, o) ‘£
Movable Base 820-0090, Adapter for Mirror at 45° 840-0115 (2 pcs.), H %
Kinematic Mirror and Beamsplitter Mount 840-0020, Vertical Positioner 810-0060 (2 pcs.), x O
Adapter for Mirror at 45° 840-0115 (2 pcs.), Movable Base 820-0070 (2 pcs.), ,C_> =
Vertical Positioner 810-0060, Mirrors 092-0015 o 8
Movable Base 820-0070 (2 pcs.), =a
Mirrors 092-0015
| N
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ARGE ROD MOUNTING CLAMP
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Complementary Products
The Mounting Large Rod Clamp 810-0061 Code Page
has one mounting surface with M6 holes. 810-0040 710
It provides coarse vertical positioning of 810-0050 7.10
mounted components along the large rod 810-0080 Nline
810-0040 or 810-0050. 820-0090 and 820- 810-0090 online
0060 bases and 810-0080, 810-0090 angle 820-0060 7.18
brackets can be fastened to the edge or to 820-0090 7.19
Code Weight, kg Price, EUR  the mounting surface of positioner. 860-0010 XYZ 7.57
810-0061 1.00 49 Finish: black oxidized steel. 860-0110 7.80
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Mounting option: Mounting option: Large
= Large Rod with Mounting option: Rod with Rod Base
®»Q Rod Base 810-0050, Large Rod with 810-0050, Large Rod
33 Large Rod Mounting Rod Base 810-0050, Mounting Clamp
() o Clamp 810-0061, Large Rod Mounting .. 810-0061 and
m— Movable Base Clamp 810-0061, L Kinematic Mirror and
3 820-0090, Movable Base 820-0090, Beamsplitter Mount
Tilt/Rotation Compact Translation 840-0020, Movable
Stage 860-0110 Stages 860-0010 XYZ Base 820-0060
—
3 810-0062A LARGE ROD SMALL MOUNTING CLAMP (ALUMINIUM)
— X0
=z
o) %’ Large Rod Small Mounting Clamp 810- 83 M4x0.7
G 5‘ 0062 has one mounting surface with 3 M6 \é(
§QZ° holes and 1 M4 hole. It provides coarse & © o
» vertical positioning of mounted compo- - V6x1
nents along the Large Rod 810-0040 or Sholes
— 810-0050. Optical mounts can be fastened Bronze mount
using .movable base‘820-0060.. . 528 1ox45*
Material: black anodized aluminium.
el o
= -
25
=4
40 ° 1
oXx ]
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z g Code Weight, kg Price, EUR = R10
810-0062A 0.07 22 e
40
S— |
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810-0065 PERISCOPE ON SILENT RODS

Precise azimuth control
Precise angles control
1” optics mounts

SELECTION
GUIDE

Stable and adjustable
These research and industrial grade g1Q-2065-03 g10;2065-04
: . eriscope on eriscope on
periscope assemblies are useful tools for Silent Rods Silent Rods

changing beam path direction and eleva-
tion. Periscope uses a kinematic mount to
create the most stable and flexible system
available. While 810-2065-03 allows same
functionality on top and bottom optics
holders, the 810-2065-04 comes with
adjustable top while bottom is rigid and
offers rotation only. Optics rest against

two contact lines formed at the interface i . e &
and are firmly held by a plastic securing = =y o
. - - - = . = A 5
screw. Adapter easily accommodates any — : : 2 = ﬁ.r_;__’J © @
1” optics. T 'I_ S AR L e S § é
- - - - - - - - E (Lﬁ
~ - — ~ e
SPECIFICATIONS REE . = T S 22
Optics Diameter 217 (225.4 mm) - - =
Minimum Thickness of Optics 4.5 mm = L
Angular Adjustment Range +4.5°
Rotation 360 °
)
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Locking Screw for Mirror Locking SC'“EW f°". Mirror S=
Mount Heigth Adjustment Mount Heigth Adjustment
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Optic | E g i Rotation OP"F | g é i Rotation Lockin
Locking gu5 | Locking = Q| o 1\ Screw
Screw Q| | Screw N Q" !
1
h o
N/ IR N T
| | I ~N
I T T w
| i ] ~ d | | | .3]‘ | : ¢ ~ = & 5
o = g - ' niRsD: 82
| m» | : g | | i =47
H 0 NS | ' | 8 '<_:
| | | N ! | 3 %
j . ' ! | 22
| | <<
T T s ,6
T ! T ! =9
I I,_AIA_.
810-2065-03 l._‘lé— 810-2065-04 ”
Code Height, mm Price, EUR o
810-2065-03 200 259 8 5
N
810-2065-04 200 240 E_E) 5
=
50
=R
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1 or 2 Kinematic

Mirror Mounts
840-0032-80
2 Movable
bases
820-0060 @ @
Lo ]|
I o o

2 Large Rod
Small Mounting
Clamps T
810-0062A
2 Adapters kI
for Mirror at 45°
>3 840-0115
O »
Qm
wn=
25 |
=
na
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Large Rod with ©
oxidized steel base
—— 810-0050 @70
59
23
29
= EKSMA OPTICS offers periscope assem- Distance
: : i Height (H), . Weight, Price,
blies on large rods that enable to easily Description Code ™ between mirrors kg U
adjust the height and change the direction (Lmin. ..Lmax), mm
of a laser beam. The periscope assembly ;‘;ES;;ZE gg :taegebgsg 810-5067 315 35,250 295 210
consists of two adapters for mirrors at Peri Larae Rod
45° 840-0115 where mounted optics face eriscope on f-arge o 810-5167 315 35...250 225 217
h oth M ing Cl 810-0062A with stainless steel base
- each ot er.' ountlng amps 3 K Periscope on Large Rod
2 3 allow to adjust the distance between mir-  yith black oxidized steel base 8109267 415 35...350 2.73 240
=5 rors for a position needed. Periscope on Large Rod
oo . . . : : 810-5367 415 35...350 273 247
%g The assemblies are available with one with stainless steel base
2 or two kinematic mirror mounts that have  Periscope on Large Rod
an adjustment range of 9° and sensitivity with oxidized steel base and 810-5066 315 35...250 2.34 275
. . . two Kinematic Mirror Mounts
of 3 arcsec. Other kinematic mirrors for Periscope on Large Rod
—— periscope (for example 840-0033 with 3 i, spainless steel baseand ~ 810-5166 315 35...250 234 282
adjustment screws) are available under two Kinematic Mirror Mounts
- request. Periscope on Large Rod with
g ;1;' For periscope assemblies of he|ght lower black loxidize.d stfeel base and 810-5266 415 35...350 2.82 305
= than 300 mm, please see Periscope on t';”o_K'"emat'CLM"erM;’““ts
=T : - eriscope on Large RO
@3 Silent Rods 810-0065. with stainless steel baseand ~ 810-5366 415 35...350 282 312
g % two Kinematic Mirror Mounts
m Qo
w
- Periscope assembly consists of:
Large Rod with oxidized or stainless steel base, 810-0050
- Two adapters for mirrors at 45°, 840-0115
2 % Two Mounting Clamps, 810-0062A
=4
5‘ e Two Movable Bases, 820-0060
ZN One or two Kinematic Mirror Mounts, 840-0032-80
ZS
4
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The model 810-0070 Large Table Base could be used in the Code Weight, kg Price, EUR
same way as standard table bases as well as could be mounted 810-0070 3.33 49

above the optical table (on large rods or on the side of the table).
This allows to transfer subassemblies from main optical surface.

Complementary Products

Finish: black oxidized steel.

Code

Page

810-0050

7.10

BASE MOUNTS &
ACCESSORIES
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ANGLE BRACKET
M6 for M6 screws 9 o 22
3N s~ S
2 hole! 4|c|earance hole, y = %
o O
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for M6 screws [%)
4 clearalnce holei] = 5
810-0146 7 810-0146SS S %
< :ll E =
o - off
» Steel, Stainless Steel or Black . | 9 Code Material Weight, kg  Price, EUR
Anodized Aluminium @_ = _@ 810-0146 Steel 0.24 55
o Designed to be used with: 7 — " Black anodized
Stgbl Stool Taeiation 5 810-0146A i ——— 0.16 49
— Stable Steel “ransiatio 810-0146SS Stainless steel 0.24 55

Stages 860-0052
— Stable Aluminium Translation
Stages 860-0053

Complementary Products

.
-3

Code Page
860-0052 7.59
860-0053 7.60

860-0052-SS XYZ o

860-0053 XYZ

860-0052 XYZ

TRANSLATION &
ROTATION STAGES

MOTORIZED
POSITIONERS
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