
 

 

 

 

 

 

 

 

 

Dear Customers, 

 

product prices provided in this brochure are outdated. Due to supply shortages 

and material price increases, some product prices have changed. We will 

update this brochure soon. Please contact us for a quotation with updated 

prices. Thank you for your understanding. 
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Optical tables

Optical 
Tables

● Sandwich structure with steel honeycomb core

● 5 mm ferromagnetic stainless steel top skin with a 

pattern of M6 holes spaced by 25 mm

●	Surface	flatness	±0.1	mm	over	any	1	m²	area
● Laser Port (optional)

HoneycoMb TabLe ToPS720 • 730 • 740

THe concePT of cLoSed ToP HoneycoMb TabLeS

Real Closed Top – no way for liquids or tiny particles to get in. 

Only the holes you do use are open. Make “new“ holes by your-

self, by pushing in the plug with the help of a screwdriver, a hex 

key or another thin hard tool. If you need to re-seal the no longer 

used holes, let us know and we will provide polyethylene plugs 

that fit snugly into the M6 holes. To clean the “closed“ tabletop, 
simply wipe the surface using a damp cloth (with cleaning agent 

if necessary). No need to clean each individual hole!

Honeycomb Table Tops provide the base on which precision 

optical and laser work is performed. The table tops have a hon-

eycomb core inside.

The table tops meet high requirements for rigidity, flatness, vibra-

tion isolation and damping. We work constantly to improve the 

design, weight and cost-effectiveness of the table tops.

Standard Honeycomb Tabletop consists of a 5 mm thick cold-rolled 

stainless ferromagnetic steel top skin, and 3–5 mm thick bottom 

skin, both bound under high pressure to a honeycomb core, us-

ing a special epoxy resin. Thickness of the skin depends on the 

dimensions of the table top.

The top skin has a pattern (grid) of M6 holes spaced by 25 mm 
with ±0.1 mm accuracy. It allows to make very quick experimental 

setups, and, at the same time, ensures a high level of precision 

and reproducibility. The surface of the top skin is ground to flatness 
of ±0.1 mm over 1 m² area over the entire surface. The bottom 

skin is coated in a firm decorative coating.
Our standard honeycomb core is made of 0.25 mm corrosion-

resistant plated sheet steel. A special composition of epoxy resin 

guarantees adhesion, rigidity, stability and damping corresponding 

to highest requirements.

The side-walls of the table top are made of a special acoustically 

hollow plastic which damps acoustic vibrations. The side-walls 

are covered in a decorative black leather substitute.

Upon request a Laser Port can be embedded in the table top al-

lowing a laser beam to be let through the table (see the next page).

The Honeycomb Table Tops have been mechanically and acousti-

cally tested by qualified specialists.

mailto:info%40topag.de?subject=Catalog%20Opto-Mechanics%20TOPAG
http://www.topag.de/de/komponenten-114.html
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M6

5

25

25

Structure of the honeycomb table tops

Acceleration curve for 720-1224 Table Top

Compliance curve for 720-1224 Table Top

Honeycomb table tops ordering chart

Size W×L, 

mm

Thickness T, mm

200 300 400
600×2400 720-0624
800×1000 720-0810
800×1200 720-0812
800×1500 720-0815
800×1800 720-0818
800×2000 720-0820
800×2400 720-0824
900×1000 720-0910
900×1200 720-0912
900×1400 720-0914
900×1500 720-0915
900×1600 720-0916
900×1800 720-0918 730-0918
900×2400 720-0924 730-0924
1000×1000 720-1010
1000×1200 720-1012
1000×1500 720-1015 730-1015
1000×1800 720-1018 730-1018
1000×2000 720-1020 730-1020
1000×2400 720-1024 730-1024
1000×3000 720-1030 730-1030
1000×3500 720-1035 730-1035
1200×1200 720-1212 730-1212
1200×1500 720-1215 730-1215
1200×1800 720-1218 730-1218
1200×2400 720-1224 730-1224 740-1224
1200×3000 720-1230 730-1230 740-1230
1200×3500 720-1235 730-1235 740-1235
1200×4000 720-1240 730-1240 740-1240
1500×1500 720-1515 730-1515 740-1515
1500×1800 720-1518 730-1518 740-1518
1500×2000 720-1520 730-1520 740-1520
1500×2400 720-1524 730-1524 740-1524
1500×2500 720-1525 730-1525 740-1525
1500×3000 720-1530 730-1530 740-1530
1500×3500 720-1535 730-1535 740-1535
1500×4000 720-1540 730-1540

● Top skin 5 mm thick stainless ferromagnetic steel

●	Honeycomb	core	of	0.25	mm	thick	steel	has	a	
density	of	125–250	kg/m³	depending	on	the	cell	size	
and its structure

● Top skin has a pattern of M6 holes spaced by 25 mm

●	Flatness	±0.1	mm/m²
●	Young’s	modulus	21×105	kg/cm²
●	Shear	modulus	8.2×105	kg/cm²
●	Deflection	under	load	1.5	µm/m	
●	Resonant	frequency	approx.	200	Hz
●	Transient	excitation	delay	time	50	ms

Laser Ports are designed to lead a laser beam or 

cables through a Table Top. The standard location of 

a port is chosen for use with the Laser Shelves 792.

To specify a Laser Port in your order please append  

letter “H” to the code of a Honeycomb Table Top 

e.g. 720-1020-H.

150
¨21

Custom 
sizes are 

available on 
request.

Top view

Non-Ferromagnetic Table Tops  
are available on request.

Example for ordering: 
720-1012-NF
non-ferromagnetic 
table top

Laser shelves 792

mailto:info%40topag.de?subject=Catalog%20Opto-Mechanics%20TOPAG
http://www.topag.de/de/komponenten-114.html
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Optical tables

Honeycomb breadboards provide a par-

ticularly effective way to expand the useful 

area of an optical table. The mounting sur-

face has tapped M6 holes on 25 mm centers 
for permanent mounting of components. 

These baseplates use the same sandwich 

structure as full size honeycomb table tops. 

The standard top skin is made of ferromag-

netic stainless steel. Thickness of the skin 

is 5 mm, depending on the dimensions of 

the table top.

Honeycomb Breadboards up to 0.5 m2 have 

a grid of nine M6 tapped mounting holes in 
each corner of the bottom side. Larger bread-

boards can have this grid by request. The 

Honeycomb Breadboards can be mounted at 

the bottom side of a table or elevated above 

its surface using Silent Rods 795-0010.

These Beadboards are not intended as a 

substitute for optical tables.Their size-to-

thickness ratio produces relatively low end-

to-end rigidity, although their local rigidity 

over distances of less than about 30 to 60 cm 
is excellent. When attached solidly to a 

dynamically rigid optical table, performance 

of resulting working surface becomes com-

parable to that of the table itself.

Honeycomb Breadbords ordering chart

 Size W×L, 

mm

Thickness T, mm

40 50 70 120
300×300 704-0303
300×600 704-0306 705-0306
300×900 704-0309 705-0309

300×1200 704-0312 705-0312
300×1800 704-0318 705-0318
440×440 704-4444
500×500 704-0505 705-0505 707-0505
500×750 704-0575 705-0575 707-0575

500×1000 704-0510 705-0510 707-0510
600×600 704-0606 705-0606 707-0606
600×800 704-0608 705-0608 707-0608
600×900 704-0609 705-0609 707-0609 712-0609

600×1200 704-0612 705-0612 707-0612 712-0612
600×1500 707-0615 712-0615
600×1800 707-0618 712-0618
600×2400 707-0624 712-0624
800×800 704-0808 705-0808 707-0808 712-0808

800×1000 705-0810 707-0810 712-0810
800×1200 705-0812 707-0812 712-0812
800×1500 707-0815 712-0815

A breadbord can be mounted on a table using 

silent rods 795-0010 or 820-0055

HoneycoMb breadboardS704 • 705 • 707 • 712

●	Core	–	265	kg/m³	0.25	mm	thick	
steel honeycomb

●	Top	skin	–	5	mm	thick	
ferromagnetic stainless steel

● Pattern of M6 holes spaced  

by 25 mm

●	Flatness	±0.1	mm/m²

Custom sizes 
are available on 

request.

complementary Products

code Page

795-0010 8.30

820-0055 8.33

Bottom view for  

Honeycomb Breadboards  

up to 0.5 m² square  

surface or by request
Top view

 Size W×L, 

mm

Thickness T, mm

40 50 70 120
800×1800 707-0818 712-0818
900×1000 705-0910 707-0910 712-0910
900×1200 705-0912 707-0912 712-0912
900×1400 707-0914 712-0914
900×1500 705-0915 707-0915 712-0915
900×1600 707-0916 712-0916
900×1800 707-0918 712-0918
900×2400 707-0924 712-0924

1000×1000 705-1010 707-1010 712-1010
1000×1200   707-1012 712-1012
1000×1500 707-1015 712-1015
1000×1800 707-1018 712-1018
1000×2000 712-1020
1000×2400 712-1024
1200×1200 707-1212 712-1212
1200×1500 712-1215
1200×1800 712-1218
1500×1500 707-1515 712-1515
1500×1800 712-1518
1500×2000 712-1520

mailto:info%40topag.de?subject=Catalog%20Opto-Mechanics%20TOPAG
http://www.topag.de/de/komponenten-114.html
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Model b, mm l, mm Thickness, mm Weight, kg Price, EUR

715-1515-BL 150 150 15 0.95 57

715-2020-BL 200 200 15 1.7 92

715-2040-BL 200 400 15 3.4 140
715-3030-BL 300 300 15 3.8 142
715-3045-BL 300 450 15 5.7 184
715-3060-BL 300 600 15 7.6 248
715-4080-BL 400 800 15 13.5 483
715-4545-BL 450 450 15 8.5 285

715-4560-BL 450 600 15 11.35 363
715-4575-BL 450 750 15 14.2 448
715-6060-BL 600 600 15 15.2 462
715-6080-BL 600 800 15 20.1 612
715-7575-BL 750 750 15 23.6 645
715-8080-BL 800 800 15 26.9 816

Ordering information

NOT anodized breadboard 

of size 400×800×15 mm 715-4080

Black anodized breadboard 

of size 400×800×15 mm 715-4080-BL

aLuMiniuM breadboardS715

●	Thickness	15	mm
● M6 tapped holes pattern on 25 mm centres

● clear and black anodized

Custom sizes are available 
on request.

Solid Steel breadboard is an alternative to the honeycomb table 

tops. It is particularly useful in small optical setups. 

716-2040 is a steel plate, of one size. The plate is black chemi-
cally oxidized. 

The breadboards have grooves on all 4 sides, for quick mounting 
using Table Clamps 820-0240. On the corners there are 4 holes 
for M6 screw used to mount directly to tables or to fix at a certain 
height on Silent Rods 795-0010.

716-2040 mounted on  

Silent Rods 795-0010

716-2040

SoLid STeeL breadboard716

●	Length	400	mm;	width	200	mm
●	Thickness	15	mm
● M6 tapped holes pattern on 25 mm centres

●	Flatness	±0.03	mm

code Material Weight, kg Price, EUR

716-2040 Black finished  
ferromagnetic steel

8.9 130

complementary Products 

code Page

795-0010 8.30

820-0240 8.41

1
5

b

l

25

2
5

for M6 screw

4 clearance holes

M6 holes

spaced by 25mm

820-0240

ways to fasten a Breadboard

1
55

6

6

2
0

0

400

6
x
2

5
=

1
5

0

14x25=350

25

2
5

for M6 screw

4 clearance holes

M6

101 holes

mailto:info%40topag.de?subject=Catalog%20Opto-Mechanics%20TOPAG
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Optical tables

Vibration / Isolation performance

● Vertical resonance frequency: 

1.5	Hz	(average	load)
● Horizontal resonance frequency: 

1.7	Hz	(average	load)
● air source pressure:  

up	to	600	KPa	(6	bar)	(87	PSI)

PneuMaTic VibraTion iSoLaTion SySTeM740

SPECIfICATIONS

Height of the vibration isolation system 600, 700 mm
Vertical movement range 14 mm
Precision of automatic level control ±0.3 mm

Vertical resonance frequency 1.5 Hz (average load)

Vertical isolation at 5 Hz 85–93%

Vertical isolation at 10 Hz 90–98%

Horizontal resonance frequency 1.7 Hz (average load)

Horizontal isolation at 5 Hz 85–93%

Horizontal isolation at 10 Hz 90–97%

Pressure from source of air 600 KPa (6 bar) (87 PSI)
Air supply socket diameter Ø 6 mm
Operating humidity (max) 90%

Operating temperature range 10–50 ºC

Load-bearing capacity (at 6 bar) 168 kg per isolator

Pneumatic Vibration Isolation System 

740 is an ideal foundation for equipment 
which is sensitive to vibration, e.g. mi-

croscopes, scales, interferometers, and 

similar devices. 

Work surface of the table is separated from 

the floor by means of a highly effective 
system of pneumatic supports.

P - required minimal pressure in atm (bar).

Q - load per support leg (kg).

Load/Pressure diagram

L B

H

code b, mm L, mm H, mm

740-5706 500 700 600
740-5707 500 700 700

740-5126 500 1200 600
740-5127 500 1200 700

740-6126 650 1200 600
740-6127 650 1200 700

740-6186 650 1800 600
740-6187 650 1800 700

740-8126 800 1200 600
740-8127 800 1200 700

Air compressor is required for 
operation. Available on request.

0. 554L

L

f

Deflection “f”  

is minimal when 

the distance 

between supports 

= 0.554L

The system features solid and light sup-

ports that come in various dimensions to 

support a wide range of table top sizes. 

This enables quick creation of vibration 

isolation systems for a variety of tasks.

Maximum load capacity of each support 

leg is 168 kg.
Working pressure of the system is 0.5–6 
atm (bar). Required minimum system pres-

sure required to support a certain load in 

kg is shown in the load/pressure diagram.

mailto:info%40topag.de?subject=Catalog%20Opto-Mechanics%20TOPAG
http://www.topag.de/de/komponenten-114.html
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Optical tables

PneumaTIC	VIBRaTIon	ISoLaTIon	WoRKSTaTIon740W

armrest guards the 
honeycomb table from 
impacts of your body. 
This allows you to work 
at the table like at a 
conventional table, 
using microscope and 
other equipment. 
Optionally you may 
order workstation with 
two Armrests on the 
opposite sides.

castors – made of high-quality 
nylon, high abrasion resistant,  
low rolling resistant, smooth  
running performance on even  
floors, shock and impact-resistant, 
corrosion-resistant.

Laser	shelves are optional 
breadboards. They save space 
when installing a laser and 
other equipment beneath the 
honeycomb table tops. A shelf 
stays mechanically coupled to the 
table top.
for laser shelves see page 8.11

Pneumatic Vibration Isolation Workstation 740W consists of Pneu-

matic Vibration Isolation System 740, a Honeycomb Breadboard 
and a Protection Armrest. As you lean on the Armrest, it protects 

the table from impacts of your body. This allows you to work at 

the table like at a conventional table, using microscope and other 

equipment. The suggested elevation of table’s surface is 770 mm. 

We produce two standard models of 740W.

code b, mm L, mm H, mm

740W-6907 600 900 770

740W-7509 750 900 770

740W-7512 750 1200 770

740W-9147 900 1400 770

Laser shelves are optional 

breadboards. They save 

space when installing lasers 

and other equipment beneath 

honeycomb table tops. The 

shelf stays mechanically 

coupled to the table top. 

Laser shelves of two lengths: 

900 and 1900 mm are 

available. See 792 laser 

shelves for more information 

on page 8.11.

740W system can be optionally 
equipped with Castors, which 

are made of high-quality nylon, 

high abrasion resistant, smooth 

running performance on even 

floors, shock and impact-
resistant, corrosion-resistant.
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PneuMaTic VibraTion iSoLaTion SySTeM742

On request  
we produce workstations with 
Honeycomb Table Tops of any 

dimensions

H
2
7
0

�

Working pressure of the system is 0.5–6 atm (bar). Required minimum system pressure 
required to support a certain load in kg is shown in the load/pressure diagram.

SPECIfICATIONS

Height of the vibration isolation system H= 400, 500, 600, 700 mm
Vertical movement range 14 mm
Precision of automatic level control ±0.3 mm

Vertical resonance frequency 1.5 Hz (average load)

Vertical isolation at 5 Hz 85–93%

Vertical isolation at 10 Hz 90–98%

Horizontal resonance frequency 1.7 Hz (average load)

Horizontal isolation at 5 Hz 85–93%

Horizontal isolation at 10 Hz 90–97%

Pressure from source of air 600 KPa (6 bar) (87 PSI)
Air supply socket opening Ø 6 mm
Operating humidity (max) 90%

Operating temperature range 10–50 ºC

Load-bearing capacity (at 6 bar) 1000 kg per isolator

Pneumatic Vibration Isolation System 742 is an ideal foundation 
for equipment which is sensitive to vibration, e.g. microscopes, 

scales, interferometers, and similar devices. 

Work surface of the table is separated from the floor by means of 
a highly effective system of pneumatic supports, i.e. pneumatic 

springs with hydraulic (oil) dampers. 

The system features solid and light supports that come in vari-

ous dimensions to support a wide range of table top sizes. This 

enables quick creation of vibration isolation systems for a variety 

of tasks.

Maximum load capacity of each support leg is 1000 kg.

●	Vertical	resonance	frequency:	1.5	Hz	(average	load)
●	Horizontal	resonance	frequency:	1.7	Hz	(average	load)
●	air	source	pressure:	up	to	600	KPa	(6	bar)	(87	PSI)

Load/Pressure diagram

We offer optimal Vibration Isolation 

Systems for the optical table of 

your choice.

figure shows the correct layout of 

pneumatic supports for tables with 

standard dimensions.

C=C1=160...200 mm

l

L=0,56 x l

C
C

1
code Height of 

isolator, mm

number of 

isolators

742-4004 400 4
742-5004 500 4
742-6004 600 4
742-7004 700 4

Ordering information: last number of the catalogue 
number indicates the quantity of isolators.

P - required minimal pressure in atm (bar).

Q - load per support leg (kg).

Vibration / Isolation performance

mailto:info%40topag.de?subject=Catalog%20Opto-Mechanics%20TOPAG
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Optical tables

oPTicaL TabLe SuPPorTS765 • 766

●	Convenient	sizes
● optimal height

● Multipurpose in use

● Handy assembling

optical Table Supports are primarily designed for the Honeycomb 

Table Tops (720–740). Tab le Supports are produced from steel tubes 
of 100	mm square section, in decorative black coating and contain 

two “” type supports, bound by a cross-beam.

Optical Table Supports perfectly suit other types of optical plates and 

other equipment as well. This is possible because the plates are not 

fastened – they are just laid on top of the supports.

On request we produce table supports of any size, design, and of 

greater sturdiness.

0. 554L

L

f

Deflection “f”  

is minimal when the 

distance between 

supports = 0.554L.
Rounding to greater 

standard value is 

recommended.

If required, e.g. when used  

with a Laser Shelf 792,  

the table support may be  

assembled upside-down.

This doesn’t deg rade its  

perfor man ce.

Optical Table Support 765/766 with 
Honeycomb Table Tops 720/730/740

Type of upper leveling elements of optical 

table support can be chosen from aS, ar 

or aP (see descriptions below). bottom 

elements on optical table support are of 

type aS.

default choice for upper elements of 

765/766 is ar rubber leveling elements. 

Example:

765-0507-aR – table support sized	500	×	
500	×	700 mm (Height (h) × Width (b) × 
Length (l)) with 4 pieces of ar leveling ele-

ments on top and 4 pieces of aS leveling 

element at the bottom.

orderinG inforMaTion

for other types of leveling elements 

please append element abbreviation to 

product code. 

Examples:

766-0512-aS – size 600	×	500	×	1200	mm 

(Height (h) × Width (b) × Length (l)), type 
of leveling elements – aS (8	pieces, 4 on 

top and 4 at the bottom).

766-6518-aP-200 – size 600	 ×	 650	 ×	
1800	 mm (Height (h) × Width (b) × 
Length (l)), with 4 pieces of leveling ele-

ments type aP-200 on top and 4 pieces of 

leveling elements type aS at the bottom.

SPECIfICATIONS

Natural frequency 3-5 Hz

Natural frequency  

pressure-relieved approx. 
8 Hz

Max. load per 4 isolators
AP-200 195 kg (max pressure 5 bar)

AP-500 540 kg (max pressure 5 bar)
AP-1000 840 kg (max pressure 6 bar)
AR 1500 kg

AS 3000 kg

L-100

L

L±100

B-100

B

B+100

ØD

H

mailto:info%40topag.de?subject=Catalog%20Opto-Mechanics%20TOPAG
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The Passive Air Leveling 

Vibration Isolator AP is a 

low height, low stiffness 

air spring isolator mount 

suitable for both passive 

and dynamic applications 

where a support natu-

ral frequency as low as 

3 – 5 Hz is required.

Typical passive applica-

tions include the protec-

tion of vibration sensi-

tive equipment such as 

co-ordinate measuring 

machines, metrology in-

spection devices, isola-

tion tables and electron 

microscopes.

The AP Isolator elasto-

mer body is made of CR 

grade with high elasticity 

oil resistant and non-ag-

ing. Pressure and bottom 

plates are made of galva-

nized steel.

Inflation is either through 
the ‘moulded in’ standard 

tyre valve or by connection 

to a permanent air supply.

Rubber	Leveling	element

Solid	Leveling	element

Passive	air	Leveling	Vibration	IsolatorAR

AS

AP

Ø70

Ø100

3
5

4
5

1
2
0

16M

Fixing nut
5
5
..
.8
0

code b, mm L, mm H, mm

765-0507-aR 500 700 660±25
766-0507-aR 500 700 760±25
765-0512-aR 500 1200 660±25
766-0512-aR 500 1200 760±25
765-6512-aR 650 1200 660±25
766-6512-aR 650 1200 760±25
765-6518-aR 650 1800 660±25
766-6518-aR 650 1800 760±25
765-6522-aR 650 2200 660±25
766-6522-aR 650 2200 760±25
765-0812-aR 800 1200 660±25
766-0812-aR 800 1200 760±25

code b, mm L, mm H, mm

765-0507-aS 500 700 660±25
766-0507-aS 500 700 760±25
765-0512-aS 500 1200 660±25
766-0512-aS 500 1200 760±25
765-6512-aS 650 1200 660±25
766-6512-aS 650 1200 760±25
765-6518-aS 650 1800 660±25
766-6518-aS 650 1800 760±25
765-6522-aS 650 2200 660±25
766-6522-aS 650 2200 760±25
765-0812-aS 800 1200 660±25
766-0812-aS 800 1200 760±25

Ø103

1
2
9

5
4

6
5
..
.9
0

Fixing nut

16M

Load/Pressure diagram

Model
b,  

mm

L,  

mm

H,  

mm

765-0507-aP-200 500 700 700±15

765-0507-aP-500 500 700 700±15

765-0507-aP-1000 500 700 700±15

766-0507-aP-200 500 700 800±15

766-0507-aP-500 500 700 800±15

766-0507-aP-1000 500 700 800±15

765-0512-aP-200 500 1200 700±15

765-0512-aP-500 500 1200 700±15

765-0512-aP-1000 500 1200 700±15

766-0512-aP-200 500 1200 800±15

766-0512-aP-500 500 1200 800±15

766-0512-aP-1000 500 1200 800±15

765-6512-aP-200 650 1200 700±15

765-6512-aP-500 650 1200 700±15

765-6512-aP-1000 650 1200 700±15

766-6512-aP-200 650 1200 800±15

766-6512-aP-500 650 1200 800±15

766-6512-aP-1000 650 1200 800±15

765-6518-aP-200 650 1800 700±15

765-6518-aP-500 650 1800 700±15

765-6518-aP-1000 650 1800 700±15

766-6518-aP-200 650 1800 800±15

766-6518-aP-500 650 1800 800±15

766-6518-aP-1000 650 1800 800±15

765-6522-aP-200 650 2200 700±15

765-6522-aP-500 650 2200 700±15

765-6522-aP-1000 650 2200 700±15

766-6522-aP-200 650 2200 800±15

766-6522-aP-500 650 2200 800±15

766-6522-aP-1000 650 2200 800±15

765-0812-aP-200 800 1200 700±15

765-0812-aP-500 800 1200 700±15

765-0812-aP-1000 800 1200 700±15

766-0812-aP-200 800 1200 800±15

766-0812-aP-500 800 1200 800±15

766-0812-aP-1000 800 1200 800±15

Rubber leveling element (AR) ensures 

sufficient vibration isolation.
Max. load per 4 isolators – 1500 kg.
Natural frequency – 15-20 Hz.

Solid leveling element (AS) is used, when 

no dam ping is needed.

Max. load per 4 isolators – 3000 kg.

Model Max, load, kg (for 4 isolators) maxPressure, bar a, mm

765/766-aP-200 195 5 75

765/766-aP-500 540 5 105

765/766-aP-1000 840 6 130

1
1
5

Ø130

A

A

Valve

Fixing
nut

16M
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Optical tables

Table connectors render quick and reli-

able way to link table tops together. The 

tables, which are being linked, usually 

have M6 tapped mounting holes on their 
tops and bottoms. The same holes are 

used for fastening to the Table Connectors.

At minimal deflection the rigidity of the 
linkage is no more than 15 µm/m under 

100 kg load.

Here is a drawing of a stand-

ard system designed for 

200 mm thick table tops.

On request, we can provide 

table connectors for table 

tops of any thickness.
 791-T             791-L          791-I

Table Connectors enable to connect most table tops 

in any configuration: T, L, or I.

Codes for ordering standard  

Table Connecting system 

Model Tabletop thickness, mm 

791-I 200

791-I-120	 120 

791-I-70 70

791-L 200

791-L-120	 120

791-L-70	 70

791-T	 200

791-T-120	 120

791-T-70	 70

Custom systems are available on request.

791-I

TabLe connecTorS791

● Link table tops together in 

various	configurations
● easy assemblage

● on request easily adapted to 

any Table Top

Model a
Load capacity, 

kg

Weight, 

kg

Price,  

EUR

792-0209 900 200 26 368
792-0219 1900 200 47 443

Shelves of custom sizes are available on request.

792-02 can be attached to 
any table top

Laser	Shelves are optional breadboards. They save space when installing 

a laser and other equipment beneath optical table tops. A shelf stays me-

chanically coupled to the table top. The shelves have a pattern of M6 holes.
Model 792-02 has M6 screws to attach directly to the bottom of a table top. 
So it can be used with any table top, with any support, or vibration isolation. 

Location of attachment (holes) can be standard, or specified by a customer.

LaSer SHeLVeS792

view AA

L

3
4
0

4
5
0

Adjustable distance
(depends of the distance between supports)

3
6
0

5
5

4
2
0

50
25010x25=

25

4
5

2
5

2
5
0

1
0
x2
5
=

40

5
0

for M6 screw
4 clearance holes

8
0

60

M6
121 holes

N elements

M6 fixing
screw
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Protective	 Screens are designed to  

protect an optical setup from flashes,  

glitters and other undesired optical  

disturbances. The Protective Screens 793-

0001 and 793-0002 have three mounting 

slots and can be mounted  anywhere on 

the table.

The screens are produced from steel tin-

plate of black finish.
793-0002793-0001

250

2
6
0

20

7

60

15

20

90

ProTecTiVe ScreenS793

code Shape Weight, kg Price, EUR

793-0001 Straight 0.5 26
793-0002 Bent 0.5 27

Instrument Shelves 794 provide conveni-
ent off-the-table mounting and storage for 

power supplies, controllers, oscilloscopes 

and other instruments. They are not con-

nected with the table and does not affect 

vibration isolation. The height of shelves 

can be adjusted easily. The space saving 

shelf also allows wires and cables to be 

neatly routed away from critical setups.

Model L, mm

794-2000 2050

794-3000 3050

inSTruMenT SHeLVeS794

●	Free-standing
● can be positioned anywhere 

over	the	table
●	Does	not	affect	vibration	

isolation

● adjustable shelf height

● Sturdy metal frame supports 

heavy	loads

Examples of codes for 794-2000:
794-2000-A one A shelf
794-2000-B one B shelf
794-2000-AA two A shelves
794-2000-AB one A shelf and one B shelf
794-2000-AAB two A shelves and one B shelf

Custom sizes available on request

mailto:info%40topag.de?subject=Catalog%20Opto-Mechanics%20TOPAG
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Optical tables

Laminar flow Workstation 750 is designed to provide a clean 

environment in any laboratory or workshop. Our filtering unit 
750 consists of a HEPA air filter and a steel frame complete with 
odorless plastic curtains. The vertical aligned flow of filtered 
air ensures that clean air flows uniformly over the workstation, 
keeping your samples, or optics in a clean managed environment.

In a laser optics manufacturing, a laser repair or research 

environment, cleanliness of optical surfaces is imperative. The 

millions of particles present in most laboratories can fall onto 

optical surfaces, or they can be carried to optical surfaces by the 

energy in a laser beam. Once on the surface the lasing beam 

will burn the particles onto the coating, causing attenuation of the 

intra cavity energy. In addition the burnt particle will absorb more 

energy and cause localized heating on the surface of the optic. 

The localized heating can cause thermal lensing and damage to 

the optical coating. When adding the 750 filtering Unit to your 

optical table you remove the particles and therefore the potential 

damage to your optics.

750-0820

2020

2100

PC shelf

1210

HEPA filter

200

1
8
0
0 2
2
0
0

H
*
-2
5

PVC tape hanger
600

820

900

LCD Monitor
Mount

six-outlet
electrical socket

2020
2100

PC shelf

1210
HEPA filter

200

1
8
0
0 2
2
0
0

H
*
-2
5

PVC tape hanger 600

820

900

LCD Monitor
Mount

six-outlet
electrical socket

H
*

Optical Table Support
1TS05-12-06

Honeycomb Table Top 1HT08-20-20

750-0820-TS

2020
2100

PC shelf

1210
HEPA filter

200

1
8
0
0 2
2
0
0

H
*
-2
5

PVC tape hanger 600

820

900

LCD Monitor
Mount

six-outlet
electrical socket

H
*

Pneumatic Antivibration
System

Honeycomb Table Top 1HT08-20-20

750-0820-VIS

As an example model – 750-0820-TS combines the proven 720-

0820 (800 × 2000 × 200 mm) honeycomb tabletop, the sturdy  
766-0512-AR table support and the air filter unit complete with 
curtains. for greater stability and performance we suggest 

ordering a workstation with vibration isolation system (750-0820-

VIS) instead of static rigid supports (750-0820-TS). 

LamInaR	TaBLeToP	WoRKSTaTIon	750

●	extremely	quiet	fan	<50	dBa		
● odorless plastic curtains  

●	HePa	air	filter		

orderinG inforMaTion
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OptO-MECHANICAL COMpONENtS

Distributed by TOPAG Lasertechnik GmbH • Tel.: +49 6151 4259 78 • Fax: +49 6151 4259 88 • info@topag.de • www.topag.de
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Monitor mount  
with articulated 

frame

Day light  
(cool white) lamp 

6 Europe-type 
sockets

PC holder  
under the table

orderinG inforMaTion

code description

750-0820 Laminar flow Workstation

Air filter unit complete with curtains, for tabletop sized 800x2000 mm. 
Does not include tabletop or its legs.

750-0820-TS Laminar flow Workstation with rigid Table Supports

Includes: Tabletop 720-0820 (800 x 2000 x 200 mm)

Rigid table support 766-0512-AR
750-0820 air filter unit complete with curtains

750-0820-VIS Laminar flow Workstation with Vibration Isolation System

Includes: Tabletop 720-0820 (800 x 2000 x 200 mm)

Pneumatic vibration isolation system 742-7004
750-0820 air filter unit complete with curtains

fiLTer SPecificaTion

– Low sound, low watts, low profile, and low  
operating costs.

– Three speed switch features low, medium,  

and high settings; standard on all  

2 ft × 4 ft (600 mm × 1210 mm) and  
2 ft × 3.5 ft (600 mm × 1057 mm) units.

– Solid-state speed control standard on  

2 ft × 2 ft (600 mm × 600 mm) and  
2 ft × 3 ft (600 mm × 905 mm) units.

– forward-inclined centrifugal-type fan.

– High Efficiency Particulate Air (HEPA) UL 900  
Filter: 99.99 % efficient @ 0.3 micron.

– Extremely quiet <50 dBA.

– Snap-in pre filter allows for easy replacement  
and maintenance.

– Mill finished aluminum exterior.
– Tested to IEST recommended RPC standards.

– UL listed (120 V, 240 V, 277 V) with standard  
UL 900 filter.

features included to Laminar Tabletop Workstation:

Additional featured units can be ordered separately.
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