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Infrared Viewers 

Accessories 

 

  

OVERVIEW 

The included accessories depend on the chosen model. For detailed information on the scope of supply as 
well as on the suitable accessories of each model, please visit our homepage: www.topag.de  

 

 

 

 

DISTANCE RING 

The distance ring allows focusing at a closer range. 
Specifications depend on the used model. Some models already 
include a distance ring. 

 

 

LENS F1.4/25MM 

The lens is designed for wider field of view. It provides excellent 
quality of images with lower magnification. 
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LENS F1.8/50MM 

The lens works with IR viewers and cameras. It provides high 
quality image with higher magnification. 

 

 

NEUTRAL DENSITY FILTER FOR LENS F1.4/26MM/ 

F1.8/50MM 

The ND filter is used to decrease high-power radiation. The 
transmission of the ND filter is 2% at a wavelength of 1064 nm. 

 

 

IR CUT-OFF FILTER FOR LENS F1.4/26MM/ 

F1.8/50MM 

The IR cut-off filter is used with the IR viewers for increasing of 
the contrast and the resolution of infrared images. 

 

MICROSCOPE ADAPTER 

This adapter allows the connection to a microscope eyepiece 
(international standard 23 mm O.D.) for use in infrared 
microscopy. 
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C-MOUNT RING 

It is a standardized C-type ring for any C-mount type CCD lenses. 

 

IR ILLUMINATORS 940NM, 800NM 

IR illuminators (940nm, 800nm) are designed to increase the 
contrast of infrared images. It can be used with IR cameras and 
viewers. 

 

 

CCD CAMERA ADAPTER 

The camera adapter interfaces between the infrared viewer and 
any C-mount standard CCD camera for analysis and registration 
of images. 

 

 

 

VIDEO ADAPTER TO VA-1 

It is designed for observation, recording and digitization of 
images in the near infrared spectral band, as well as for real-
time, hands-free monitoring. The image is transmitted from the 
screen of the image converter (IR viewer) to a high resolution 
CCD camera (570TV lines, 1/3") without any distortion and 
minimum losses of radiation. The camera adapter contains an 
aluminium body with a M30x0.75 screw, a relay lens and a 1/3” 
CCD camera. 

 


